
This spreadsheet was developed by engineers in the Dam Safety Office

of the Washington State Department of Ecology.  It is made available to

other engineers as part of our technical assistance efforts.

This spreadsheet is intended for use by Professional Engineers only, 

or by junior engineers under the supervision of a Professional Engineer.

Engineers using this spreadsheet must make sure that these calculations 

are correctly applied to their project.

Dam owners and design engineers are reminded that they retain full 

responsibility for the safety of their structures.  Also, the design engineer 

retains full responsibility for the completeness and adequacy of his or her 

design.  Neither the State of Washington, the Department of Ecology, 

nor Ecology’s reviewing engineer(s) are authorized to accept any of the 

design engineer’s professional responsibility and/or potential liability 

in this regard.  

https://fortress.wa.gov/ecy/publications/SummaryPages/1511013.html 

If you have any questions regarding the use of this spreadsheet or about

Dam Safety's review of your project, please feel free to contact us at :

Washington State Dam Safety Office

Martin Walther, P.E., H/H specialist

  E-mail mwal461@ecy.wa.gov

  phone 360-407-6420

  fax 360-407-7162

  mail Washington State Dept of Ecology 

Dam Safety Office

PO Box 47600

Olympia, WA 98504

  street 300 Desmond Drive

Lacey, WA 98503

Be sure to read the instruction paper before using this spreadsheet:
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